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INSIDE-OUTSIDE VASE

TERIALS NEEDED

WO

D 4 pieces of equal size 4 1"x1"x 6" is good to start with

DOUBLE SIDED TAPE (I PREFER CARPET TAPE IT LESS EXPENSIVE AND LEAVES

LESS RESIDUE)
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I have enjoyed making these vases, I have made at least 12 . The styles are endless. If you
a computer enter Google then wood turning then inside-outside vase, also try” wood turning
ne.”

The dimensions of the vase can be as small as 6 inches to whatever. The rule of thumb is
vidth divided by the length equals approximately 0.6 BUT almost any proportion goes.
eriment. I found this formula online but have no idea what it means, though it might make me
\d smart.

Start with 4 equal sizes of wood such as 4 1"x1"x6". It is crucial that the 4 pieces be exactly
re and of equal size.

Tape the four pieces together example if using 1"x1"6" the end product will 2"x2"x6"
louble sided carpet tape, it less expensive and leaves less residue. Remember the pieces of
you are taping although on the inside now they will later become the outside.

Bind the ends with strapping tape and hose clamps. I have read various methods but I had
iece of wood go flying off of the lathe so I added the hose clamps. One bit of caution, run a
of masking tape round the hose clamps, this is to prevent the end of the hose clamp from
ving valuable skin from your knuckles.

Mark one end of the unit with A B C D and hash marks radlatmg from the center or what
is easier for you. A ]
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Mount the piece on the lathe bétyveen safefty' ¢énters. I have found that using the cone causes
uch stress on the four pieces. Always hand turn the piece to make sure you have













